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ASBESTOS. 




king 114 lbs 

Asbestos is in some respects the most remarkable of all the 
mineral products, for while it is really a species of r< 
differs from nearly all other minerals in being fibrous and 
textile, dividing into fibres resembling in delicacy those of 
flax or silk, while indestructible by fire or acid. 

In fact, the Greek word means imperishabl 
ble; and if is this latter property which rende] 
lar value in this age, as it was in the days of the jioryof 
ancient Egypt, if we may believe the evidences reveal 
us from the catacombs recently opened, telling the sto 
3,000 years ago. 

From these old tombs have been brought to light cloth 
made from asbestos, evidently spun and woven in a 
which modern science has not thus far succeeded in repro- 
ducing. 

It was undoubtedly used to enwrap the bodies of those who 
were burned on the funeral pile, to retain separate from the 
mass the ashes destined to be deposited in the family urn. 
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We have from olden days, also, accounts of the use of this 

or similar cloth as napkins and articles of dress, which were 

-« d by being thrown on the fire, and by that means, 

as Pliny writes, "were returned far fairer and whiter than 

they could be possibly rendered by the air or water." 

Fur cloth and for use as lamp-wick in the lamps which were 

burned day and night in the temples, we have the accounts 

from the ancient-: and up to even the present time it is used 

i rreenlanders a< a lamp-wick. 

That the field for the uses of asbestos has hut just been 

ed upon in this age, is evinced from the fact that, until 

within comparatively a few years, it has excited but little at- 

i. excepl from a few scientists, and its valuable proper- 

■ practical use only very recently. 

i in which asbestos deposits have been 

found, comparative ease with which it can be mined, 

all more strongly upon the inventive genius 

of the world to utilize so desirable a material. In nearly all 

of th< . in Great Britain, Greenland, Savoy, the 

•rsica, Italy, and some other parts of 

Europe, tl 3 of asbestos have been found. 

Inth states the quality of deposits differs in ditfer- 

s; and there seems t«> be a gradual increase in the 

: the fibre, found in the direction proceeding from 

Vermont, and this quality appears to culminate in 

era Vermont, where tin* mineral more nearly resembles 

which is now imported by The Asbestos Packing 

\ \ v, and which is mined in the Alpine regions of Italy 

r the immediate supervision of Mr. James Jackson 

ad which is of a texture, in some cases, as fine as 

silk and <d' exceedingly long and strong fibre, and for this 

reason particularly adapted to some of the manufactures of 

The Asbestos Packing Company. 

The American products arc generally of a coarser texture 

free from impurities, although some of that 

ttly obtained from Vermont has been found to con- 

fibres of great delicacy and strength, capable of ex- 

treme subdivision, very flexible, and sometimes of great 

length. 
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The process of mining it has been heretofore very crude 
an<l imperfect, but as the work progresses under the improved 
appliances of The Asbestos Packing Company, the 
quality is found to improve greatly, both in color and 
strength of fibre. 

The properties of asbestos, it is well known, are its absolute 
indestructibility at any degree of heat, wet or dry; its insen- 
sibility t<> the action of an} 7- known acid, and its possessing in 
1 1m- highest degree that peculiarity of a self-lubricator, that 
soft, greasy, or soapy feeling which has brought into favora- 
ble notice plumbago, soapstone, and French chalk. 

These properties The Asbestos Packing Company have 
endeavored to utilize to their fullest extent in the manufac- 
ture of the following named articles (and other goods which 
the companyare now experimenting on, and which will be 
brought before the public as soon as fully developed) , for 
which they have secured patents and which are maniifactiin «1 
exclusively by them. 

The public are cautioned against using any of these goo Is 
unless they bear the name of the company with the date of 
the patents: — 

Asbestos Steam Rope Packing. 

Asbestos Loose Packing. 

Asbestos Journal Packing. 

Asbestos Steam Joint Packing. 

Asbestos Mill Board. 

Asbestos Pipe and Boiler ( 'overing. 

Asbestos Lined Hair Felt. 

Asbestos Sheathing Paper. 

Asbestos-Tipped Lamp-Wiek. 
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Asbestos Steam Rope Packing. ; 

INDESTRUCTIBLE, SELF-LUBRICATING. 

For Piston Rod , Valve Stems, Throttle Valves, Stuffing Boxes 
of High and Low Pressure and Rotary Engines, and wher- 
ever Superheated Steam and Acids are used. 



The used for piston or valve rods and stuffing 

5 three elements uction to contend with, 

nan . tempera- sture, and friction. 

ordinary i - of asbestos, its imperish- 

structibility by any degree of heat, (either wet 

• lubricating qualities, this 

all others seems peculiarly suited for use 

adaptable to all the uses 

for wl liferent ai I kinds of 

packi _ 

nufactured by new, im- 
_ at expense 
of tin . and of which 

is Pa( kin«. COMPACT* is the sole owner and 
paten 

.Me. 
It . 

Durable, in tl. by the heat or moisture, 

— ure. 

does not require to be frequently 

tion in th< served, 

U the machinery connected with it 

:hly. 

or the reason that, being to some extent a 

r es in oil and friction, and from its 
its fibrous nature, keeps the joint perfectly 
ime than any other packing. 
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From the many certificates and reports from those who 
have used this packing, the few on page 15 will be ample 
guarantee that the excellence and economy of its use have 
not been overrated. 

The severe tests to which it has been put, both in this 
country and in England, also attest its value; and it has since 
its introduction been under the closest investigation by man y 
of the leading scientific minds of Great Britain, as well as the 
subject of numerous papers read before societies of engineers 
and machinists, and has been pronounced by all as having 
attained ** absolutely wonderful " results. 

One instance alone, as an example of the severity of these 
trials: The packing was put in use on an ocean strainer and 
was used without removal during the sailing of the steamer 
over 90,000 miles. 

Another, and perhaps a still mere severe trial, was on a 
locomotive engine which was used for both quick, ami slow 
and heavy work, with a pressure of steam of more than one 
hundred and thirty pounds to the inch, and this i'^v man} 
months, and on removal was found in " good condition, and 
would have been a good deal longer." 

There can therefore be no question as to its economy, as 
from its saving in time required to change or renew other 
packings. 

It is put up in neat coils for the trade, and is furnished in 
regular sizes from | of an inch to 2 inches in diameter. 

/NSTRUGT/ONS FOR USING THE PATENT ASBESTOS 
STEAM PACKING. 

Cut the Packing with a sharp knife or chisel in proper lengtl 
rings, a little larger than the piston rod, and pack so as to* 1 break 
joints," tilling the stuffing box as full as possible, and screw up vi i;v 
lightly at first. 

The thin outside braid will wear off very quickly and may puff or 
smoke a little, which will do no harm. 

< til or grease the packing slightly before using. 

After running a day or two, screw up and add another ring if 
practical tic 

Use packing from one quarter to one eighth of an inch larger th m 
e in stuffing box. 

Any kind of oil may be used without injury to the packing. 
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Asbestos Loose Packing. 



For Small Valves, Steam Pumps, Gauges, etc. 



This packing consists of fine, long fibres of asbestos, sep- 
arated to a fineness never before attained, prepared by the 
rinery and process of which The Asbestos Packing 
Company have the exclusive control. It can be twi>ted and 
pressed into any desired form, and for special purposes has 
been excelled. 
For convenience at mills, or for use about engines, either 
stationary or portable, for steam fire engines, or for packing 
acid pumps in chemical works, and in all places where other 
is failed to answer the purpose, the peculiar quali- 
ties of asbestos make its value manifest. 
For use in the air pump or compressor on locomotive en- 
guarantee its efficiency, as it will not burn and will 
outwear any packing now used. 

It i- furnished in packages of one pound and upwards, and 
to the hundreds of our customers who have used it it has 
given entire satisfaction. 
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Asbestos Journal Packing. 

FOR JOURNALS, CAR-AXLE BOXES, AND BEARINGS OF ALL KINDS 



For some years after the introduction of the asbestos rope 
packing, the manufacture of a successful a ournal 

packing was the subject of a series of experiments, until 
finally success has been reached, and The Asbf stos Pack- 
ing Company offer to the public, with the utmosl « onfidence, 
this manufacture, of which they have obtained exclusive 
control. 

The ordinary packing for journals, either for stationary or 
movable work, is cotton cop waste> and for ! >oxes, 

which are liable to excessive friction, cotton ami wool or all 
wool waste, such as carpet thrumbs, have been used to 
obviate the annoyance of the a hot box." The asbestos 
journal packing is designed expressly to do away with this 
expensive and vexatious annoyance. It is composed of 
fibrous asbestos intimately mixed with wool or other elastic 
fibre. 

The drawback, heretofore to be overcome, in the use of 
asbestos for journals has been its tendency to compact 
sufficiently to shrink away from the bearings. 

This is so far remedied by the admixture of elastic fibre, 
by the process and machinery of The Asbestos Packing 
Company, as to cause it to be constantly in contact with the 



THE ASBESTOS PACKING COMPANY. 



journal, and, from the known properties of asbestos, it makes 
the most perfect, if not the only, preventative of hot boxes 
ever offered to consumers. 

The testimony in the certificates on page 22 will show to 
what severe tests it has been put, and in no case has it failed 
refaction. Its economy in use must be ob- 
vious to any one who has suffered the annoyance of delay on 
the railroad, caused by "waiting for the box to cool," the 
time thus wasted having to be made up on the trip by extra 
speed, and consequent increased wear and tear to rolling 
-tuck. 

One of our American rail mads reports over THREE 
THOUSAND HOT BOXES per month, all of which could 
be remedied by the use of the Asbestos Journal Packing. 

For bearings which are inconvenient or dangerous of 
3, and which are therefore, of necessity, apt to suffer 
from neglect in oiling, this packing is invaluable, and in 
this, < eonomy of use is manifest. 

lu one instance, an engine was so set that its pedestal box 
was close to the brick wall of the engine house, and the en- 
gine had to be stopped every time this bearing was oiled. 
The expense of stopping the entire machinery of a mill, and 
the consequent idleness of some fifty operatives for from fif- 
teen to twenty minutes, several times a day, was entirely done 
away with by the use of this packing, which only required 
the use of the oiler ona a io< < k. 

Its use in a" hot box " on one of the long-route "Pullmans " 
is another notable instance which fully demonstrates tl. 
the purpose of a stuffing for car-axle boxes it has no equal. 

It is put up in compact bales of fifty pounds each, and will 
be fully guaranteed a^ represented, and no railway company 
can afford to do without it. 
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The Asbestos Steam Joint Packing 



CAN BE FURNISHED IN ANY SHAPE OR SIZE DESIRED. 



The Joint Packing is in use in locomotive domi - steam- 
chest covers, man-holes, hand-holes, cylinder heads, and 
pipe joints, flange joints, arid joinl - 

These tests, which have been of the mosl iture, 

give the company every confidence in offering joint- 

ing material to the trade, and they feel assured that atrial 
will bear out all that has been said in its favor. 

All vegetable and fibrous materials hitherto used tor joints 
have failed, owing to their deficiency in power to withstand 
high temperature. Asbestos, however, possesses this most 
requisite property, even to the extent of resis iction 

of flame; besides which, in the manufactured state, it is 
somewhat elastic and pliable, while it is so close in texture 
as to be practically impermeable. It is al^* ed by 

acids and is in no way injured by rust, and does not eat into 
the iron, and can be removed by hand without injury. Nu- 
merous experiments have been made to test i ! >iey of 
the material in this capacity, and these have satisfied the 
most sanguine expectations. It has been used in circum- 
stances wherein it was exposed to flame continuously , which 
it has successfully resisted for months. 
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Asbestos Mill Board 



Es manufactured by The Asbestos Packing Company, in 
much the same manner as heavy pasteboard, which it resem- 
bles; but ii has only been after much trouble, expense, and 
labor that tin- manufacture has been brought to a success. 

It is now made of various sizes and thicknesses, and for 
making a perfect -team joint is not to be excelled by any 
material. As a covering for 

PIPES AND BOILERS 

It is very effective, as it is one of the most, if not the 
perfect non-conductor and insulating medium known. This 
fact received most remarkable verification in a sei 
experiments carried out by Col. Fish, late of the U. S. 

Army, with crucibles or melting pots of asbestos, which 
resulted in failure; for though there was no difficulty in 
making the crucibles, it was found impossible to pass suf- 
ficient heat through them to melt the metals within. 

And this remarkalde property of resistance to intense 
heat | i most conspicuously as the very best article 

yet offered to the public, as a covering for steam and hot- 
air pipes and boilers. 

For covering the hot-air pipes of house furnaces, this mate- 
rial has been found of great advantage, as it lowers the 
temperature of the cellar and increases that of the rooms 
very materially, in some cases 10° or 15°. 

The ease with which it is applied and the beneficial r 
produced cause this branch of the business to be looked upon 
as one of the most important of the uses to which this mar- 
vellous product has yet been put. 
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Asbestos-Lined Hair Felt. 



Hair felting, from its well-known non-conducting proper- 
ties, has b< v known and used for boiler covering and 
steam jacl ars; bul after a time, th( exti me and 
continuous hi at from the surface of tin* boiler or drum chars 
tlu* interior and reduces it to powder, thereby impairing its 
efficiency as a Qon-conductor. This difficulty we have en- 
tirely overcome by t lie use of asbestos-lined hair felt, which 
is made with an inner lining of thin asbestos board on which 
the ordinary hair felting is fastened by ourpeculiar process. 
The resull of this arrangement is such thai the hair felting 
always retains its non-conducting properties and its efficiency 
stl} increased. 

The attention of late years given to the subject of economy 
in the use of fuel by engineers and scientific men has pointed 
chiefly in the direction of the prevention of radiation from 
heated surfaces, but little improvement has been made 
in this direction until the introduction of our kt Asbestos 
I ing," which makes by far the nn»t efficient, safe, eco- 

nomical, and durable article ever used for the pur] 

The heat of the pipe or boiler being prevented from pass- 
ing to the hair felting by the insulating quality of the 
asbestos makes it almost, if not quite impossible, that the 
mosl intense heat should affect the hair felting sufficiently to 
destroy its efficiency. 

It is furnished ready for use and is very readil) applied by 
any one. 

In case of a break or leak in the pipe, a sheet can be readily 
removed and replaced. 



Asbestos Sheathing Paper 



Another and exceedingly important purpose for which this 
manufacture is specially adapted is Asbestos Sheathing Paper, 
which for the lining of elevator shafts, the interior of picker 
ways, and for the innumerable places which 
are exposed to danger from flame or intense heat, it is nival- 
in lining the back of scenery, or for numbers 
bout tin* theatre, its value is manii 

Many lives would be saved every year by the adoption of 
and cheap non-conductor. The ease with which it 
is applied, and the fact that it is ble for 

flame to pass through it, make it desirable as a lining for 
floors and partition-, which is a cheap and effectivi 
making an entire building substantially fire-proof. 

For this use between the floors of hou s, or mills, 

it is invaluable as, being impenetrable to flame and resisting 
the action of heat longer than any known substance, the fire 
breaking out in one room may be there confined, and the 
appliances for extinguishing the flame concentrated there 
without the fear of its immediately spreading to the next 
story. 

In mills, where the nuors are more or less saturated with 
oil, and where the danger of the rapid spread of the flame is 
most marked, this use of the Asbestos Sheathing Paper is of 
the gi isequence, and thousands of dollars could he 

saved annually by mill owners and insurance cornpan 
its us 
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From experiments carried on for the purpose of testing the 
resistance to actual contact with the name, The Asbestos 
Packing Company exposed a wooden funnel, eight inches 
square and lined with asbestos board of three sixteenths inch 
thickness, to the action of a flame rushing through it as a 
chimney, for some two hours' time. A result was obtained 
showing the pine wood casing carbonized, but not destroyed, 
while the asbestos lining was not materially injured. Any 
our < ;m test its efficiency by putting it to a similar trial. 
Its use as ordinary sheathing paper between the clapboards 
of a house is highly recommended, as from its 
non-conducting properties, the house must of necessity be 
cooler in summer and warmer in winter than when the ordi- 
sheathiug is used, besides affording a protection from 
fire communicated from the adjacent house; for though the 
Kit of the flames may destroy the outer covering, the 
frame and interior of the house are as safe as if built of brick 
or stone. 
An effective method o£ using this material is to place it 
een two strips of quarter-inch " stuff," cement it there, 
and then use the board thus produced as sheathing, which 
a virtually fire-proof lining, as one side may be burned 
entirely off without affecting the other to any serious degree. 
There is no doubt that the rates of insurance on mills 
and dwellings would be largely reduced with the introduc- 
tion into general use of this article. 
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Asbestos-Tipped Lamp Wicks. 



In ancient Egyptian temples, before the shrines of their 
gods, were placed lamps which were kept burning day and 
night, in which Asbestos was used as a wick, and the lamps 
needed no trimming from year's end to year's end. 

The subject of using Asbestos as a lamp wick has occupied 
the attention of experimenters of late years, and various 
methods have been devised to burn the light mineral oils now 
in genera] use, and some slight success has been attained; 
but it has remained for 

THE ASBESTOS PACKING COMPANY 

to put upon the market the only practical wick as an article 
of merchandise, and at the slight additional cost over the or- 
dinary wick, they must commend themselves to the use of 
house-keepers, railway companies, and all who use minera- 
or heavy oils, as the use of them does away with the disagreel 
able task of trimming the wicks daily, and a wick will last a 
year without trimming. 



Foreign and American Asbestos of all qualities (crude, 
crushed, and -round) always on hand and for sale in quan- 
tities to suit purchasers. 

Samples, price lists, with discounts and terms, will be 
promptly furnished on application. 
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TESTIMONIALS. 



CT. S Navi V u:i>, Boston, 
("nil r ENGIN] ER'S Ofi ICJ 



L874. 



I ; order "t Jan 12, 187 ». to test the 

! have respectfully t.. report that th. 
• use in th.- piston rod stuffing-box ■•! th 

Lodof eighl months, th 
in sixty-fiv< 

• remains tight, u ith verj little al 
,1 smooth. About two months ago the 
,l this packing was taken ou1 and being 
conditi ■' less than twenty per cent in tin 

month was used to pact the \ a md the 

:■..■.] w nl) new packing of the same kind. 
V e ] I ly j 

H. I! STEW MM i 



U. S. X w \ STard Bos 

Cum i i:\..i\i i r's « ' 

the order of the Bureau 

■ it on 
I respe< tt 
I the Asbestos P i 

high- 

• ine no cause for c i I 

,!l the rods where it has been us 
i in excellent condition. 
i of \\"il, in this department 

upon - iin. 

1 am, \.t\ respectfully, 

RICHARD M BARTLEMAN, 
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TJ. S. Revenue Marine, 

U. S. Revenue Steamer " Hamlin," 

Boston, Mass., May 13, 1874 

Tt affords me pleasure to testify to the excellent qualities of the As- 
r„ . ]( ,s Stkam Packing. Several months ago I packed a piston rod 
w rich had given me considerable trouble (although using other cele- 
brated packings); but since applying the asbestos, the leakage of steam 
has entirely ceased. It is indestructible and elastic, and I earnestly rec- 
ommend it to the profession. 

Yours respectfully, 

DANIEL F. KELLEY, 

Engineer U. S. R. M. 



oi ii« i oi Woodruff Iron W< 
Hartford, Conn., June 27, lb>74. 

We have given the Asbestos Packing you sent us a fair trial, and 
are well pleased with its results, and. cheerfully state that in our opinion 
it possesses all the advantages you claim for it. 

Very truly yours, 

WOODRUFF IRON WORKS. 

By Sam'l V. Woodruff. 



Offk i of Connecticut Western R. R Co., 
Hartford, Conn., Oct. 30, 1874. 

We have had the Asbestos Steam Packing in use since March 20, 
1874, on this road, and find it superior to any other we have ever tried. 
h does not heat or waste, and keeps the rods perfectly smooth. As it 
expands with heat more than the metal surrounding it, it can be packed 
more loosely than cotton, jute or hemp, thus materially reducing the 
friction. 

Being itself a lubricant, it needs but a small proportion of oil. After 
eight months' constant use it is apparently as good as ever. If it be- 
comes caked it needs only to be picked apart a little, and can then be 
replaced, seemingly as good as new. 

N. SL1N' Vaster Machinist. 
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( >j i 
Ro< i 1874. 

We have used the Asm stos Sti \m P \< kin . for pai king oiu 
cods, valve stems, etc., and have Found i1 to work m 
fcion tli ui ;t:i\ thing else we ha 

ily, 

H. L. JAM! - 



i 

We h 
since La id have had 

thai tiin I sm. 

used. 

r,| HELOW HEELING MACHINE ^SS< >< 1 \i 

I'.. I 



CON< >RD, N N 

The 

Do all appi 

i ir en- 

■ ITS, 

PAGE BEL1 r- CO 



An S 

i Steam E 
well and m 

5, ir is the b 
V. I lly, 

CHAS. II MANX! 



18 THE ASBESTOS PACKING COMPANY. 



FlTCHBl'RG, M 

We have had in constant use since June 13, 1872, your Asbestos 
Packing in two engines. We find the asbestos a fter six 

months' use as during the first month. The waste is almost nothing, 
and its natural tendency is to keep all rods packed by it absolutely 
smooth The wear whir], ran be got out of a given quantity -of 
tos Packing is fully three times what can be got from any other pack- 
ing known to us, and we have tried many kinds. We attribute this 
result almost entirely to the fact that asbestos is entirely indestruc- 
tible '*'•' /x - which are the enemies of all vegetable packings 

such as hemp, cotton, jute, or flax. Another merit of your packing 
whirl, we have remarked is, that the asbestos is of itself an excellent 
Hit The savin- of oil consequent upon this fact is of great 
ical v;ilu,. Where tallow or petroleum oils are used theiracids 
to disintegrate any vegetable packing, which, of course does 
not happen with asbestos. We shall continue the use of your packing 
and cheerfully recommend it to one and all. 
Yours respectfully, 

d»>HN F. HASKINS, 

President Raskins Machine Co. 
CHAS. FOSDb 

Supt. If. M. Co. 



Easi Cambridge, Mass - 1875. 

■■' Packing we obtained from you 

in use since then in the valve and piston boxes 

Corliss engine. We have heretofore experi- 

diniculty in keeping the valve stems from leaking without 

- much friction, thereby destroying the utility of the packing 

used e • 6 

packing has overcome the difficulty, besides wearing five hun- 
• than any other packing we have. In fact 

Wcaivt, ~ 1:u Iheboxes last February. 

Yours very respectfully, 

WOODBURY & CO. 

Wakefield, M iss M 27, 1871 
I certify that the Asbestos Packing has been used in several 
1 oar machinery. The most thorough test made was wher, 

>hged to renew other packing as often as once in two 
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sometimes in a few days. The Asbestos Packing has lasted in this 
place over eight weeks withonl change, .-mil Ls apparently as good as 
when first put in. The so much better than that bei 

used by me that I shall use no other. 

C. \V. TROW Wast r \1 c 



W LMSl II \ Mill-. 
N'l W Bl DFORD, M \ — 1875. 

four Asbesi »s Steam Packing has been in use in om i 200-horse 

power engine since Lasl January , and has sfaction It 

is now working as mum • m the pisti !i 

i usual merit, and I cheerfully recommend it as durable, 

onomical. 

AMns II. RHODES 

POTOMSK I Mil 

Ni u I'.i D] ORD, M \- 1875 

T have used your \-ui 3TOS St] \w P \<m\ 

nes since Jan. is last, and in all tnj expei ien< 

amount of oil, trouble a . and keeps tin- ro 

I 
I know of. I con nnend it to all who need a d i ible and 

trustworthy pa< 

ril ^S H. CTJ i ; 



Fiti hburg, M ^ss , l in. 26, 1876. 
Asbes i 

Aft. . ' use of the Asbes 

our eng i say in ti nth that we know of nol 

It works equally well with high or low ; id under all 

circumstances. Maki this. 

JOHN I' M LSKINS, 
Pr 



New London, Conn $76. 

Asbestos P k< king < !o. 

• ir engineer reports this morning as havii _ 
the packing to the piston of the engine running our •■ 
in almosl as good condition as when first packed (Jan 15 
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twelve months ago. \Ve communicate this information for such use as 
you may deem proper. Yours truly, 

E. H. MORGAN 
Pres. Albertson and Douglass Machine Co. 



Statement of Engineer of Locomotive No, 105, 
Hudson River R. R. 

New York, March 14 

Packing used on valve stem which was "rimmed" by wear from 

1-16 to L-8 of an inch. Engine carries 130 pounds steam, one of the 

ingest on the road; draws, usually, forty-eight loaded 

d, eighteen miles per hour. 

If ;l( l lg i n forty-five days, and run a total of (5,250 miles. 

.1 answers the best of any that lias been used. 



Office of Miller, Thomas & Co., Lumber Dealers, 
Akron, 0., Feb. 29, 1876. 

\\V have used some of the Asbestos Packing, and our 
- it is the best packing he has ever used. 
Yours very truly, 

MILLER, THOMAS & CO. 

Office Baxter Steam Engine, 
Salem, N. J., Dec. 3, 1X75. 

Deor Sir, -Your packing is good, and 1 fully recommend it. 
I used it in packing a feed pump that always would leak in using other 
t as a drum," and has not leaked since 
' uly 2ft). Yours, etc, 

\\\ B. MATLACK, I 



Mount Ple isant Coal Co., 
Hyde Park, Pa., Feb. 3, 1876. 

i irding the Asbestos Steam Packing, 1 can s i i 
engineer packed the stuffing boxes of our hoisting engines on duly 9, 
1875, with the packing, and the engines have been in steady use np to 
the presenl time without chan < f, and it i< 

tion, and he pronounces it better in every respect than anythii g we have 
used. a are heavy ones, 26-inch cylinder, and 48-inch - 

Yours very truly, 

WM. T. SMITH, Supt. 
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( >l l l< I <)F (\m»k I!l'J>s ,V MrCciKI*, 

5C4 and 506 W. 38th Street, 
New 5Tork, Jan 27, 1876. 

Dear Sir, — Over seven months ago we pun-hascd - ■ of your As- 
bestos Packing and packed the cylinder of onr elevator engine 

It 1ms given our engineer excelh-nt satisfaction, ouj cylinder only 
needing repacking a few days ago, and the other appears as perfecl as 
when it was first packed, ami from all appearances it will lasl a long 
time yet. Very truly, 

COOK' BKOS. ,v MrColU). 



Huston, M vss Feb 3 L876 

Bear Sir, — I have used your Asbestos Packing on the valve stem 
of m\ engine, with the best results. It has Lasted thirteen weeks 
without deterioration, and is tin '• met with. 

Your- trul 

YVM ,1. 1\U L, / R. 



Offici "i An-.. 

M \m I \i I I i;i l.- 0] liAD l: VD [RON, 

Potis\ ii i i r L876. 

Bear Sir, — In replj to your inquiry about Asbi stos Pa< king, would 
say it gives us\er> -....<! satisfaction Respectfully, 

\ l KINS BROS 

Mot m Vernon, N 5 Feb. 28, 1876. 

Bear Sir, - I have used your Asb] stos Si i vm Pai king on n 

horse power engine, on a joint where I could make thei packing 

work, and it answers the purpose fully, sin. wit.. 

wear, though it has been constantly in use over twoi tl 

3, etc. 

(HAS. II \\ EISS. 



Boston, Aug. 2o\ 1877. 
Asbestos Steam Packing Co. 

emen,—1 have had great trouble with fl I kinds 

of packing failing to answer the purpose, until several months ago, 
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when I commenced to use your Asbestos Steam Joint Packing, 
since which time I have had no trouble with leaky joints. 
1 can recommend it as a perfectly sure thing for the purpose. 

Fours, etc. A. A. NOYES, Engh 

13 Uhauncey St., Boston. 



Crosby Steam Gau<;i: and Valve Co., 
Boston, Aug. 20, 1877. 
Asbestos Steam Packing Co. 

- In reply t«. y.mrs would state that we have been using 
your >lu*rt packing, for the past six months, on an eight-inch pipe, 
curved flanged joint, with entire success, it keeping perfectly tight 
where all other packing failed. 

Yours, etc. GEO. H. CROSBY, 

Supt. Crosby Steam Gauge and Valve Co. 



\Yalwobth Manufacturing Co., 
Boston, Aug. 20, 1877. 
A-i -i stos Pa< king Co., Boston. 

i.een using your Asbestos Packing on flange 
joints on main steam pipe for the past six months. It has never given 
any tro ible in thai time and is perfectly tight to-day. all other kinds of 
ig tried failed to keep tight. I consider Asbestos Steam Pack- 
in,, the best 1 have ever seen or used. 

H J. McKENNA, Engineer. 



Boston, Aug. 23, 1877. 
Asbestos Si i \m Packing Co. 

1 have used your sheet packing to make the steam 
chest and covei joints on our engine, since the first of January last, 
with entire success, after all other kinds of packing failed to make a 
tight joint The cover of the strain chest was taken off in April and 
put on again with the same packing, which continues tight. 
1 used n for the cylinder head in six pieces cut from the remnanl 

oved several times and replaced again, each time as good 
as new. 
1 can saf< ly say it is the best packing I have ever used. 

EDWIN SHERBURNE, Engv 

for Harrison, Beard & Co., No. 51-4 Harrison Ave., 

Boston, Mass. 
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Office of Clapp & Co., 
Cor. Atlantic Ave. wi- Im«ia Wharf, 
Boston, Aug 31, 1P77. 

In reply to your inquiry about the Asbestos Jo urnai. Pack- 
ing we have to say that we have had it in use since early in 1873 on our 
rubber grinders, which previous to that time had given us great 
trouble from heated bearings. AYe have now no trouble, and consider 
■ king particularly adapted for boxes liable to boat. \Ve are now 
the same identical packing we put into the boxes in 1873, and 
the machinery has been in use constantly since. We estimate our 
saving in oil to be at least seventy-five per cent. 

Wishing you success, 

We are yours truly 

CLAPP & CO. 



CAUTION. 



The Public are Ixereby cau- 
tioned cLgcutnst using any goods 
for Lite purposes Jierein de- 
scribed said to contain Jlsbestos 
TTsrHicH do not bear ouur narne 
and date of ^Patents. 
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